


THE E. A. DELLE DONNE CORPORATE CENTER





                    1013 Centre Road





                 Wilmington, DE  19805

 





      Building Specifications

 

 

· Building Name:

1013 Centre Road Building located in the 

E. A. Delle Donne Corporate Center    

 

· Address:


1013 Centre Road 

Wilmington, DE  19805

 

· Owner:



DelCharter Associates, L.P. 

 

· Building Size:


+/- 92,000 square feet 

 

· Fiber Optic/High

PaeTec, one of the country’s leading providers 

Speed Communication:
of in-building broadband access, delivering fiber-





-optic speed with fail-safe reliability is located in





the building.

 

· Parking:


Executive parking is available under the building 

and assigned per the Owner.  Ample parking 

surrounds the building at a generous ratio.

 

· Security:


Tenant has 24-hour access to the building and 

parking premises through a card access system.  The building is protected by a Radionics Fire/Burglary system.

 

· Signage:


Building standard signage provides tenant identifi 

cation in the atrium lobby, the elevator lobby and on

a suite identification sign.

 

· Vertical Transportation:
The building has four hydraulic elevators with one 

 identified specifically for freight.  

 

· HVAC
:


The HVAC system is a water source heat pump 

system with a forced recirculated water loop piped

in series with a boiler and fluid cooler and in parallel with heat pump.  Separate heat pump zones will be provided for approximately every 1,200 square feet. 

 

 

· Electrical:


Primary services is provided by an outdoor pad 

mounted distribution transformer.  277/480 volt, 3-phase , four wire is provided for fluorescent lighting, H.I.D. lighting and major power loads.  120/208 volt 3-phase four wire for incandescent lighting receptacles and miscellaneous power loads is available.

 

An emergency diesel-operated generator is on site

to provide power to building life safety systems in the event of a power failure.

 

 

· Life Safety Systems:

The building is protected with a closed circuit, 

electrically supervised fire alarm system with emergency voice communication   The building is supplied with a dry sprinkler system for the garage area and wet sprinklers for the office areas.

 

· Material Handling:

Building deliveries to a loading dock suitable for  

tractor trailers to the rear of the building which has direct access to the freight elevator.

 

· Building Management:
Building management is provided by Delle Donne 



Delle Donne & Associates, Inc.   An asset manager

and CPA oversees the operational and financial control of the building through a property management administrator.  An on-site maintenance engineer provides immediate response to tenant needs and  day-to-day maintenance of the building and building systems.  Management staff is on call 24-hours a day.

 

· Structure:


The foundation of the building is spread footings 

with 30’ x 30’ structural bay and 5’ window mullion spacing..   Floor construction consists of  a composite steel deck with concrete fill, composite steel beam and high strength steel girders. 100# floor load capacity.

 

· Roof:



A Carlisle ballasted roofing system with 2” rigid 

insulation.                          

 

·         Building Exterior:

The exterior wall is a PPG Kawneer 3200

wall system with PPG heat strengthened ¼”

Graylight high performance glazing.

 

 

 

· Entrance:


The entry floor is flamed granite leading to 

a polished marble lobby. 

 

· Water:



Supplied by the City of Wilmington. 

 

· Emergency Power:

A radiator cooled, diesel fueled emergency 

generator will provide power to building emergency

systems upon failure of normal electrical service.

 

· Telephone:


The telephone d-mark is located in the first floor 

telephone closet.  

